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A  Word  from  the  Editor 

We  had  a  great  show  at  Bluefield  and  are  looking  forward  to  another  great 
show  at  Pikeville,  KY  with  Walter  Fletcher  as  host.  Missed  Bill  Stump  at  the 
Bluefield  show.  He  was  under  the  weather  -  hope  he’s  feeling  better.  Bill  is 
doing  a  great  job  as  secretary  of  the  NSCA.  Remember,  if  you  have  any 
changes  which  need  to  be  made  with  your  membership,  address,  etc,  contact 
Bill.  Thanks  to  all  the  outgoing  officers  for  doing  such  a  super  job  and  we  are 
now  looking  forward  to  working  with  the  new  officers. 


Sad  news  -  Just  heard  that  Mr.  R.  R.  Tippy,  one  of  the  founding  members  of  the 
NSCA,  passed  away  after  a  long  illness,  Monday,  May  28,  2001 .  He  was  87 
years  old.  He  lost  his  wife  earlier  in  the  year  and  had  just  recently  moved  to 
Connecticut  to  live  near  his  daughter.  We  have  lost  a  good  friend  and  he  will 
be  greatly  missed.  Will  have  a  complete  obituary  in  the  next  issue  of  the 
newsletter. 


Calendar  of  Events 

Weekend  of  September  29  &  30,  2001  •  Fall  meeting  In  Pikeville,  KY 
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REPORT  OF  THE  MINE  INSPECTORS  TO  THE  CHIEF  OF  THE  DEPARTMENT  OF  MINES  IN  RELATIO 
TO  THE  HARWICK  EXPLOSION.  (In  Adam’s  testimony.) 
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Pittsburgh,  Pa.,  January  30,  1904. 

Mr.  James  E.  Roderick,  Chief  of  Department  of  Mines,  Harrisburg,  Pa.: 

Dear  Sir:  In  compliance  with  your  instructions  relative  to  the  explosion  in  the  Harwick  mine,  by  which  so 
many  persons  lost  their  lives,  we  beg  leave  to  report  that  we  have  made  a  careful  examination  of  all  the  workings  of 
the  mine.  This  mine  is  owned  and  operated  by  the  Allegheny  Coal  Company,  and  is  situated  in  Springdale  township, 
Allegheny  county,  Pa.,  near  Cheswick,  on  the  coal  company’s  branch  road,  west  about  2  miles  from  the  West  Penn 
Railroad.  The  mine  is  under  the  supervision  of  the  Inspector  of  the  Fourteenth  Bituminous  Inspection  District. 

In  our  examination  we  endeavored  to  ascertain  the  cause  of  the  explosion  that  occurred  in  this  mine  at  about 
8:15  A.M.  on  the  25th  day  of  January,  1904.  The  mine  is  a  shaft  opening  216  feet  in  depth  and  is  21  by  9  feet  in  size, 
which  is  sunk  to  the  Upper  Freeport  coal  seam.  The  second  opening  was  sunk  to  about  the  same  depth  as  the 
hoisting  shaft,  which  is  10  by  12  feet  in  size,  and  serves  the  purpose  of  a  traveling  way  and  a  ventilating  shaft.  The 
outside  structures,  such  as  the  tipples,  hoisting  machinery,  etc.,  are  all  of  the  most  modem  design  and  of  very 
substantial  character. 

The  plan  adopted  by  which  the  coal  seam  is  extracted  is  known  as  the  three  entry  system.  The  coal  seam  is 
about  7  feet  in  thickness,  with  a  slate  in  the  center  of  it,  about  7-8  inches  thick,  which  constituted  a  double  seam. 

No  part  of  the  workings  of  this  mine  exceeds  a  distance  of  1,700  feet  from  the  bottom  of  the  shaft,  the  mine 
being  practically  a  new  one.  The  company  began  shipping  coal  from  the  mine  the  latter  part  of  the  year  1902.  The 
workings  of  the  mine  consist  of  three  south  main  entries  and  three  north  main  entries.  They  are  driven  off  the  sout, 
main  entries  to  the  left  in  groups  as  follows:  Nos.  land  2  butt  entries,  Nos.  3,  4  and  5  butt  entries,  and  Nos,  6,  7  an' 

8  entries,  and  to  the  right  of  the  south  main  entries  there  are  Nos.  1,  2  and  3  butt  entries,  and  Nos.  4,  5  and  6  butt 
entries.  The  distances  and  the  number  of  working  places  of  the  butt  entries  to  the  left  of  the  south  main  entries  are 
as  follows:  Nos.  1  and  2  left  butt  entries  are  driven  up  about  450  feet  and  contain  8  working  places.  The  monkey 
extensions  of  Nos.  1  and  2  entries  are  turned  to  the  right  and  cross  cut  to  the  left.  Nos.  3,  4  and  5  left  entries  are 
driven  up  about  950  feet  and  there  are  in  Nos.  3  and  5  entries  about  23  rooms  in  each. 

Nos.  6,  7  and  8  left  entries  are  400  feet  long  and  containing  in  Nos.  6  and  8  about  8  rooms.  In  Nos.  1,  2  and 
3  group  of  butt  entries  to  the  right  of  the  south  main  entries  are  about  775  feet  long  with  16  rooms  in  each  of  Nos. 

1  and  3  entries,  and  Nos.  4,  5  and  6  entries  are  only  driven  in  about  200  feet,  containing  3  rooms.  They  are  just 
turning  off  the  entries.  Off  the  north  main  entries  Nos.  1, 2  and  3  butt  entries  there  are  about  12  rooms  in  each.  Nos. 

1 ,  2  and  3  butt  entries  to  the  left  of  these  mains  are  only  driven  in  about  100  feet.  There  are  in  the  whole  mine  about 
131  active  working  places.  The  large  portion  of  these  working  places  had  two  persons  working  in  them  at  the  time 
of  the  explosion. 

The  coal  in  this  mine  is  all  mined  by  compressed  air  machines  of  the  Puncher  type.  The  coal  was  blasted 
down  by  the  use  of  dynamite  and  the  shots  were  prepared  and  charged  by  the  men  who  loaded  the  coal,  and  the  shots 
were  fired  by  authorized  shot  firers.  Each  shot  firer  carried  with  him  a  Davy  lamp  with  a  wire  of  small  diameter 
attached  thereto,  and  when  he  was  ready  to  fire  a  blast  he  inserted  this  wire  through  the  meshes  of  the  gauze  of  the 
safety  lamp  and  held  it  in  the  flame  thereof  until  it  was  brought  up  to  the  proper  temperature,  and  he  would  then 
withdraw  it  and  apply  it  to  the  end  of  the  fuse  to  light  it.  By  this  means  the  blasts  were  fired.  The  dynamite  was 
exploded  by  the  use  of  fuse  and  fulminated  cap. 

The  shots  were  all  located,  so  far  as  we  could  discover,  near  the  roof  in  the  upper  bench  of  the  coal  seam, 
thus  requiring  an  extremely  heavy  charge  of  the  explosive  to  bring  down  the  coal.  This  was  rendered  much  moci 
difficult  owing  to  the  center  slate  of  the  coal  seam  having  a  greater  strength  than  the  coal  in  the  upper  bench  of 

Nearly  all  of  the  advanced  workings  of  the  mine  were  very  dry  and  dusty.  Owing  to  the  mine  producing 
explosive  gas,  locked  safety  lamps  were  used  exclusively  in  all  the  working  places  of  it  except  at  the  bottom  of  the 


shaft  where  two  open  lights  were  used. 

This  mine  was  ventilated  by  a  Cappell  fan  13  V2  feet  in  diameter  and  7  feet  wide,  which  was  acting  on  the 
forcing  principle  prior  to  the  explosion,  and  capable  of  producing  200,000  cubic  feet  of  air  per  minute,  but  after  the 
explosion  the  air  currents  were  reversed  and  the  fan  made  to  act  on  the  exhaust  principle.  The  method  used  in 
ventilating  this  mine  as  exhibited  on  the  map  was  by  split  air  currents  conveyed  to  the  face  of  the  workings  by  the 
three  entry  system.  There  were  two  principle  air  splits;  one  leading  to  the  north  side  of  the  mine  without  sub-division 
and  the  other  was  conveyed  to  the  south  main  entries  which  was  sub-divided  into  four  different  air  splits.  These 
different  air  currents  were  supposed  to  be  conducted  up  the  center  entries  and  split  at  the  force  of  the  butt  entries 
allowing  the  different  currents  to  return  bu  the  side  entries  of  which  the  rooms  were  turned.  This  was  accomplished 
in  part  by  erecting  overcasts  at  the  group  of  entries  along  the  line  of  the  main  current,  but  as  only  four  of  them  had 
been  erected  in  the  mine  the  goof  effects  to  be  secured  by  truly  carrying  out  such  a  system  were  only  partially 
realized.  No  overcast  for  splitting  the  air  was  erected  beyond  No.  4  left  butt  entry  on  the  south  side  of  the  mine  and 
none  were  constructed  on  the  north  side  of  the  shaft,  hence  the  air  was  conveyed  in  a  single  current  on  that  side. 

We  make  the  above  preliminary  statements  with  a  view  to  give  all  a  better  understanding  of  the  actual 
conditions  as  we  found  them  in  and  about  the  Harwick  mine  after  this  terrible  catastrophe  happened. 

On  arriving  at  the  mine  our  first  duty  was  to  note  the  evidence  of  the  great  force  produced  by  the  explosion 
in  the  mine  at  the  moment  of  its  occurrence.  We  observed  that  both  the  heavy  steel  cages  had  been  blown  up  into 
the  head  frame.  This  steel  structure  (head  frame)  was  twisted  out  of  place  and  suspended  in  the  air.  Also  the  head 
frame  pulley  wheels,  which  were  about  65  feet  above  the  surface  were  destroyed.  We  were  informed  that  one  of  the 
cages,  at  the  time  of  the  explosion  was  near  the  surface  landing  and  one  about  35  feet  from  the  bottom,  and  that  a 
mule  was  caught  up  from  the  bottom  of  the  shaft  and  thrown  out  over  the  top  of  the  head  frame  and  landed  about 
25  feet  to  the  north  of  the  mouth  of  the  time,  thus  giving  further  evidence  of  the  great  force  of  the  explosion. 

We  then  went  to  the  fan  shaft  where  we  observed  that  all  of  the  brick  and  part  of  the  steel  structure  of  the 
fan  were  destroyed  that  were  in  the  line  of  the  force  of  the  explosion.  Before  anyone  could  be  lowered  into  the  shaft 
if  was  necessary  to  temporarily  adjust  the  top  of  the  fan  shaft  and  to  make  such  changes  as  to  reverse  the  main  air 
current  in  order  to  establish  ventilation  and  to  take  the  fresh  air  down  the  hoisting  shaft,  so  as  to  allow  us  to  proceed 
with  our  explorations  by  taking  the  fresh  current  with  us. 

While  this  was  being  done  a  temporary  pulley  wheel  was  erected  about  25  feet  above  the  top  of  the  shaft  and 
arrangements  made  for  lowering  persons  into  the  mine  by  a  steel  bucket  being  attached  to  the  hoisting  rope. 

We  were  also  informed  that  Mr.  Taylor  and  a  rescuing  party  had  descended  in  the  bucket  to  the  bottom  of 
the  shaft  and  found  one  person  near  there  who  was  yet  alive.  They  having  sent  him  to  the  surface  they  continued 
on  their  exploration.  When  we  went  to  the  mine  they  had  been  gone  two  hours  and  only  one  of  the  three  had  yet 
returned  to  the  shaft  button. 

Being  carefully  lowered  down  the  shaft  we  observed  that  the  buntings  and  guides  remained  intact,  while 
steam,  air  and  water  pipes  were  broken  and  disconnected.  Upon  landing  at  the  bottom  of  the  shaft  we  found  it 
almost  entirely  closed  with  mine  cars  and  the  timbers  that  had  been  blown  down  by  the  force  of  the  explosion.  Those 
large  timbers  had  been  put  up  to  support  the  roof  at  the  bottom  of  the  shaft.  All  this  rubbish  had  been  hurled  in  there 
with  great  force  and  perhaps  saved  the  entire  destruction  of  the  shaft  buntings  and  guides,  etc. 

Before  proceeding  from  the  shaft  bottom  we  carefully  examined  the  course  of  the  air  current,  and  on 
examining  the  entrance  to  the  north  side  we  found  smoke  and  the  air  very  poisonous  with  the  after  damp.  We  then 
erected  temporary  stoppings  to  shut  off  the  air  in  the  entrance  on  this  side  of  the  shaft,  fearing  there  might  be  fire. 
We  next  examined  the  air  current  on  the  south  side  of  the  shaft,  and  found  it  moving  in  No.  1  south  main  toward  the 
fan  shaft.  The  current  was  weak,  due  to  the  shaft  bottom  being  nearly  closed  by  the  mine  cars  and  timbers.  This 
necessitated  very  careful  action  on  the  part  of  the  explorers  as  the  after-damp  was  very  poisonous.  Proceeding  very 
cautiously  we  erected  temporary  stoppings  in  order  to  carry  the  fresh  air  with  us. 

Knowing  that  a  rescuing  party  had  entered  the  mine  ahead  of  us,  led  by  Mr.  Taylor,  and  only  one  of  them 
having  returned,  we  examined  carefully  for  evidence  that  would  lead  us  in  the  direction  they  had  taken.  On  erecting 
a  stopping  in  the  cross-cut  between  No.  1  and  No.  3  south  main  entries,  thus  allowing  us  to  advance,  we  observ  ed 
a  hat  here  neat  this  point  and  proceeding  through  the  cross-cut  to  No.  3  south  main,  then  turning  to  the  right  toward 


the  shaft  for  about  40  feet,  we  found  the  body  of  Mr.  Taylor;  then  returning  with  it  to  No.  1  south  main  entry 
heard  moans  from  the  other  victim  of  Taylor’s  rescuing  party,  and  from  this  point  we  proceeded  toward  the  face 
the  main  entry  and  in  walking  about  40  feet  further  we  found  the  other  main,  who  was  still  living.  We  then  took  the 
two  men  with  all  haste  to  the  bottom  of  the  shaft  and  after  arriving  there  we  sent  for  a  physician.  After  working  with 
both  men  for  some  time  in  trying  to  restore  them,  we  found  the  Mr.  Taylor  was  dead,  while  the  other  person  showed 
signs  of  life.  Both  men  were  sent  to  the  surface,  after  which  we  proceeded  with  our  explorations.  We  made  slow 
progress,  which  was  largely  due  to  our  not  having  sufficient  force  to  work  with,  as  volunteers  were  very  scarce  at 
this  stage  of  the  work.  After  having  carried  the  air  current  near  to  the  face  of  No.  1  south  main  entry  we  found  the 
fire  damp  and  other  gases  in  such  volume  that  we  were  compelled  to  retreat  at  this  time  and  allow  the  air  current  to 
play  on  them  while  the  bottom  of  the  shaft  was  being  partly  cleared  away  to  relieve  the  cramped  conditions  of  the 
air  current  so  as  to  increase  the  quantity  of  air. 

After  establishing  the  air  current  in  the  north  main  entries  we  retreated  to  No.  1  left  butt  entry,  off  No.  1 
south  main  entry,  and  erected  a  temporary  stopping  across  No.  1  south  main  just  in  advance  of  No.  1  left  butt.  We 
then  advanced  with  our  explorations,  carrying  the  air  current  with  us  by  erecting  temporary  stoppings  on  the  mouth 
of  the  rooms  until  we  reached  a  point  opposite  No.  6  room,  which  was  driven  over  from  No.  3  butt  entry  to  meet 
No.  3  room  from  No.  2  butt  entry.  After  conducting  the  air  as  above  stated  we  located  one  body  in  the  last  cross-cut 
between  Nos.  1  and  2  rooms;  one  body  was  found  in  No.  3  room  near  the  face  of  it  and  one  near  the  entrance  to  No. 

2  monkey  entry;  six  bodies  were  found  between  the  entrance  to  No.  3  room  and  the  entrance  to  No.  1  monkey  entry 
or  No.  2  entry  extension.  The  force  of  the  explosion  at  this  point  had  blown  a  car  off  the  track  and  knocked  out  a 
post.  One  of  the  bodies  was  under  the  car  and  the  other  five  were  found  lying  immediately  in  front  of  it.  In  No.  1 
monkey  entry  at  the  face  of  it  on  the  right  near  the  roof,  we  discovered  a  blown-out  shot  which  had  also  shattered 
the  roof.  On  the  left  side  of  this  entry  at  the  face  of  it,  we  also  found  another  hole  that  was  charged  and  ready  to  fire. 
Above  this  hole  was  an  overdrilled  hole  from  a  previous  cut.  In  this  entry  we  found  fire-damp  three  feet  deep  at  t 
face  tailing  back  to  no.  3  room,  a  distance  of  about  130  feet.  By  the  side  of  the  victims  here  we  found  a  Davy  saft 
lamp  with  a  wire  about  a  foot  long  and  a  small  diameter  attached  thereto.  Also  a  Clanny  lamp  was  picked  up  with 
the  Davy  lamp  and  from  the  location  of  the  six  bodies  found  here  it  is  reasonable  to  suppose  that  these  workman  had 
come  to  this  point  to  wait  until  the  shots  were  fired  and  from  all  the  indications  these  two  shots  had  just  been  fired 
at  the  time  of  the  explosion.  These  two  lamps  being  found  by  the  side  of  one  of  the  victims,  it  is  very  evident  that 
they  were  the  equipment  of  one  of  the  shot  firers.  Here  we  made  a  careful  observation  as  the  indications  were  such 
as  to  warrant  an  opinion  that  the  explosion  had  originated  at  this  point.  The  car  mentioned  above  had  presumably 
been  standing  at  the  entrance  to  No.  1  monkey  entry  and  had  been  forced  back  over  the  parting  off  the  track, 
knocking  the  post  out  and  on  the  body,  and  possibly  knocking  the  other  five  men  close  together.  This  part  of  the 
mine  was  very  dry  and  dusty  and  the  heat  had  been  very  intense,  coking  the  coal  dust  along  the  roof  and  side  of  the 
pillars,  also  blistering  and  spalling  the  coal  in  some  places. 

One  body  was  located  near  the  face  of  No.  1  butt  entry.  This  body  was  badly  charred  and  entirely  nude,  the 
clothing  having  been  burnt  off  him.  Two  in  No.  4  room  off  No.  2  butt  entry.  Two  near  the  entrance  to  No.  2  room 
and  one  in  No.  1  room.  At  the  entrance  to  No.2  room  we  found  a  mining  machine  with  a  wheel  blown  off  and 
crushed  into  several  pieces. 

Retreating  again  to  No.  1  south  main  entry  we  removed  the  stopping  on  No.  1  main  and  placed  it  in  advance 
of  No.  3  left  butt  entry,  in  order  to  direct  the  current  up  No.  3  butt  end  by  the  use  of  temporary  stoppings  between 
Nos.  3  and  4  butts,  we  directed  the  air  current  to  the  face  of  No.  3  entry,  thence  through  last  cut-through  at  the  face 
of  it  to  the  face  of  No.  5  left  butt  offNo.  1  south  main  and  back  through  the  room  to  No.  1  south  main,  and  while 
exploring  those  three  butt  entries  and  rooms  we  found  bodies  as  follows:  Two  bodies  at  face  of  No.  1 1  room  offNo. 

3  butt,  one  on  No.  3  butt  between  Nos.  16  and  17  rooms,  one  at  the  entrance  and  two  at  the  face  of  No.  17  room, 
one  at  the  face  of  No.  1 8  room,  two  in  No.  19  room,  one  in  No.  20  room,  one  in  No.  23  room,  two  opposite  last  o 
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through  on  the  entry  and  one  at  the  face  of  the  entry,  two  in  No.  4  butt  at  cross-cut  opposite  No.  1 7  room  off 
3  butt,  also  one  body  at  face  ofNo.  4  butt.  While  exploring  No.3  butt  entry  we  observed  that  a  number  of  the  rooms 
had  fallen  in  badly  at  the  entrance  to  No.  17  room  three  empty  cars  were  wedged  tightly  in  the  entry  and  were  baldy 
broken  by  the  force  of  the  explosion.  The  driver  had  evidently  been  going  up  an  entry  with  a  three  car  trip  as  both 


he  and  the  mule  were  lying  just  in  front  of  the  cars,  the  mule  yet  remaining  hitched  to  them.  In  the  rooms  near  the 
face  of  the  entry  we  again  found  evidence  of  exceedingly  great  heat  as  the  dust  was  coked  on  the  roof  and  side,  and 
the  coal  considerably  charred.  We  also  found  that  gas  was  being  generated  very  freely,  but  there  was  no  evidence 
of  a  blown  out  shot  here.  Going  through  to  the  face  of  No.  4  butt  entry,  the  deposit  of  soot  was  very  heavy. 
Crossing  through  to  the  face  of  No. 5  butt  we  located  additional  bodies  in  No.  5  entries  as  follows:  One  at  the  face 
of  No.  5  entry,  one  at  No.  23  room,  one  at  No.  22  room,  two  in  No.  21  room,  on  in  No.  29  room,  two  at  the  north 
of  No.  10  room,  and  two  at  the  face  of  it,  two  at  the  entrance  to  No.  17  room,  two  on  entry  at  entrance  to  No.  12 
room  (one  of  these  latter  two  persons  had  had  his  head  blown  off),  two  also  at  the  face  of  No.  12  room,  one  at  the 
face  of  No.  1 1  room  and  two  bodies  in  No.  7  room.  While  passing  through  this  entry  we  observed  at  the  face  of  it 
in  the  innermost  room  that  the  dust  was  coked  and  adhering  to  the  roof  and  sides  of  the  ribs  and  that  the  coal  was 
also  considerably  charred.  At  the  face  of  No.  5  entry,  gas  was  generating  freely  as  there  was  a  blower  that  could  be 
heard  some  distance  from  the  face  of  it.  Passing  on  out  and  down  this  butt  entry,  we  observed  that  the  force  of  the 
explosion  had  gone  from  the  face  of  the  entry  towards  No.  1  south  main  through  the  room  cross-cuts,  blowing  out 
posts  and  refuse  to  the  lower  side  of  the  rooms.  In  Nos.  15,  14,  12  and  10  we  found  very  heavy  falls  and  other  falls 
of  less  magnitude  in  various  places.  Coming  back  again  to  No.  1  south  main  entry  we  proceeded  up  this  entry  to  No. 
6  left  butt  off  No.  1  south  main.  Then  the  air  current  was  directed  into  No.  6  butt  entry  and  conveyed  towards  the 
face  of  it  to  a  cross-cut  some  distance  back  from  the  face,  which  also  brought  up  the  air  current  to  No.  8  butt  entry. 
This  was  accomplished  by  erecting  temporary  stoppings  as  we  proceeded  with  the  work.  At  this  time  we  were 
unable  to  reach  the  face  of  the  entries  owing  to  a  large  accumulation  of  fire  damp.  While  the  ventilation  was  being 
established  to  the  face  of  these  entries  we  found  the  following  bodies: 

One  in  No.  1  room,  three  in  No.  2  room  offNo.  6  butt,  one  in  No.  3  room,  two  in  No.  4  room  (one  near  the 
face,  the  other  near  the  entrance  of  the  room),  and  one  near  the  face  of  the  entry.  Passing  through  last  cross-cut  from 
No.  6  butt  to  No.  7  butt,  the  last  cross-cut  started  from  No.  7  to  No.  8  butt,  two  bodies  were  located  there.  Three 
bodies  were  located  at  the  face  of  No.  8  butt  entry,  one  of  these  three  bodies  being  the  mine  foreman’s.  Two  bodies 
in  No.  1  room.  At  the  face  of  the  aforesaid  entry,  again  we  found  evidence  of  the  intense  heat,  the  dust  and  coal 
being  considerably  charred  and  coked.  There  were  large  volumes  of  fire  damp  in  all  three  of  the  entries  and  also  in 
Nos.  1  and  2  rooms  offNo.  8  butt. 

After  finishing  our  exploration  here  we  retreated  to  the  north  main  entries  and  there  established  the 
ventilation,  carrying  it  up  No.  1  north  main  to  No.  1  right  butt  entry.  We  there  erected  a  stopping  in  No.  1  north  main 
in  advance  of  No.  1  right  butt,  which  directed  the  air  current  into  No.  1  butt,  there  carrying  it  to  the  face  leading  it 
through  the  last  cross-cut  at  the  face  to  No.  3  butt,  then  back  this  entry  to  No.  1  north  main,  thence  up  this  entry  to 
the  face,  then  through  the  last  cross-cut  to  No.  3  north  main,  thence  back  this  entry  to  the  fan  shaft.  The  carrying 
forward  of  the  air  current  in  this  section  of  the  mine  was  accomplished  by  erecting  temporary  stoppings,  etc.  While 
we  were  restoring  the  ventilation  on  the  north  side  we  located  the  following  bodies:  Two  in  a  room  that  projected 
mule  stables,  one  at  entrance  of  this  room  on  No.  1  north  main,  three  in  No.  7  room  offNo.  1  right  butt,  two  in  No. 
9  room,  two  in  No.  10  room,  two  in  No.  1 1  room,  one  in  No.  12  room;  bodies  found  and  located  in  No.  3  right  butt 
entry  offNo.  1  north  main;  two  at  the  face  of  No.  3  entry,  two  in  No.  1 1  room,  two  in  No.  10  room,  one  on  entry 
between  Nos.  9  and  10  rooms,  one  at  entrance  of  No.  9  room,  two  in  No.  8  room,  two  in  No.  6  room,  one  on  entry 
between  Nos.  3  and  4  rooms,  one  in  No.  3  room,  two  in  No.  2  room.  In  No.  1  left  butt  entry  we  found  that  some 
of  the  rooms  had  fallen  in  and  at  the  face  of  this  entry  a  considerably  quantity  of  fire  damp  was  found.  In  passing 
through  the  cross-cut  near  the  face  of  this  group  of  entries  we  found  a  sack  of  dynamite  containing  twenty-six  and 
one-half  sticks  of  this  explosive.  At  the  face  of  No.  3  butt  entry,  gas  was  found  in  large  quantities.  At  this  point 
again  the  heat  had  become  very  intense,  as  the  coal  dust  was  coked  on  roof  and  sides  of  pillars  and  the  coal  charred 
to  some  extent.  No  blown-out  shot  was  located  in  this  section  of  the  mine.  Coming  back  to  No.  1  north  main  we 
found  the  timbers  blown  down  and  the  roof  badly  fallen  in  from  a  short  distance  beyond  No.  3  right  butt  to  the  face 
of  this  entry.  The  same  condition  prevailed  in  Nos.  2  and  3  north  main  entries.  We  explored  these  three  north  main 
entries  and  located  the  following  bodies:  Two  were  found  about  60  feet  up  No.  1  north  main  from  No.  3  right  butt, 
two  at  the  face  of  No.  2  north  main,  two  in  last  cross-cut  between  Nos.  2  and  north  main,  one  in  entrance  of  cross¬ 
cut  to  No.  3  north  main,  two  at  face  of  No.  3  north  main.  While  this  exploration  was  going  on,  the  timbers,  wagons. 


etc ,  which  were  hurled  in  the  bottom  of  the  shaft,  were  being  removed,  and  seven  bodies  were  found  undemeat  J 
this  rubbish  After  finishing  our  explorations  and  removing  the  bodies  from  the  north  side  of  the  shaft,  we  held ' 
consultation  to  decide  on  the  method  to  be  pursued  in  exploring  Nos.  1 ,  2  and  3  right  butt  entries  off  the  south  main 
entries.  At  this  was  known  to  be  a  gassy  region  and  these  entries  being  full  of  after  damp  and  the  liability  that  there 
might  be  some  fire  present  in  No.  3  entry,  extreme  caution  was  necessary  on  our  part.  After  a  short  consultation  it 
was  decided  to  so  adjust  the  stoppings  as  to  direct  the  air  current  up  No.  2  butt  entry.  The  first  order  was  to  erect 
a  permanent  stopping  of  matched  pine  lumber  on  the  mouth  of  No.  3  butt  entry  and  cementing  the  side  of  it  to  make 
it  as  near  air  tight  as  possible.  When  the  air  current  was  directed  into  No.  2  butt  entry  by  a  temporary  stopping  being 
placed  on  No.  3  south  main  between  Nos.  2  and  3  right  butts.  Other  temporary  stoppings  were  being  were  being 
erected  at  the  same  time  on  cross-cut  between  No.  2  and  3  butt,  also  on  No.  2  entry  in  advance  of  the  cross-cut 
between  Nos.  1  and  2  entries,  and  the  air  brought  forward  to  the  first  cross-cut  between  Nos.  1  and  2  butts.  This 
method  of  procedure  was  adopted  for  the  purpose  of  giving  us  control  of  the  air  current.  In  moving  forward 
temporary  stoppings  on  the  entry  and  on  the  cut-throughs  on  each  side  of  No  .  2  entry,  permanent  stoppings  made 
of  matched  pine  and  cemented  on  the  sides  were  erected  in  front  of  the  temporary  stoppings  on  the  cross-cuts 
between  Nos.  2  and  3  entries.  In  order  to  allow  us  to  advance  with  this  work  the  temporary  stoppings  in  advance 
of  the  cross-cut  on  the  entry  was  partly  pulled  aside  while  two  or  three  persons  advanced  to  measure  the  width  of 
the  next  cross-cut  and  also  the  entry  again  in  advance  of  the  cross-cut.  Canvas  was  then  cut  and  prepared  and 
quickly  erected  in  those  places.  This  method  of  work  was  followed  until  we  reached  the  face  of  the  entries,  thereby 
cleaning  out  the  four  air  from  Nos.  1  and  2  butts. 

After  reaching  the  face  of  these  two  entries  we  were  convinced  that  no  fire  existed  in  No.  3  butt  entry.  While 
preparations  were  being  made  to  conduct  the  air  into  No.  2  butt  right,  preparatory  to  clearing  out  Nos.  1  and  2,  a 
party  of  three  advanced  forward  into  the  face  of  the  south  main.  The  volume  of  air  having  been  increased,  it  had 
partially  removed  the  large  volume  of  fire  damp  encountered  by  the  preceding  parties  who  failed  to  reach  the  face 
of  the  entry,  and  while  exploring  those  entries  we  located  one  body  at  the  face  of  No.  1  south  main,  one  at  the  faa^^ 
of  No.  3  south  main,  two  in  the  first  room  off  of  No.  6  right  butt  off  No.  3  south  main,  and  three  on  No.  4  entr^^p 
We  found  that  fire  damp  was  being  generated  very  freely  in  all  six  of  these  entries  (Nos.  1,  2  and  3  south  mains  and 
Nos.  4,  5  and  6  right  butts  off  3  south  main).  After  the  ventilation  was  thoroughly  established  to  the  face  of  Nos. 

1  and  2  butts  off  No.  3  south  main  entry  with  the  stoppings  all  up  excepting  at  the  last  cross-cut  at  the  face  of  these 
butts  between  Nos.  2  and  3,  and  after  all  arrangements  had  been  made,  the  frame  set  between  Nos.  2  and  3  on  the 
south  main  preparatory  to  erecting  the  stopping  in  turn  the  air  current  into  Nos.  3  butt  entry,  we  all  came  to  the 
surface  for  lunch.  At  this  time  three  persons,  led  by  Mr.  Ed  Bell,  the  company’s  representative,  went  into  the  mine, 
no  one  else  being  allowed  to  enter  at  this  time,  and  they  working  under  full  instructions.  At  a  set  time  the  fan 
stopped  and  after  waiting  a  short  time  for  the  air  current  to  slow  down  until  it  was  hardly  noticeable  that  there  was 
any  movement,  then  the  permanent  stopping  was  tom  down  in  No.  3  butt  and  a  stopping  was  erected  in  No.  3  south 
main  between  No.  2  and  3  butts  to  direct  the  air  currents  into  No.  3  butt  entry.  After  this  the  three  men  were  hoisted 
to  the  surface  and  the  fan  again  started.  After  an  interval  of  two  hours  we  again  re-entered  the  mien;  then  our  party 
divided  into  divisions,  one  division  exploring  No.  1  butt  entry,  while  the  other  explored  No.  3  butt  entry.  Bodies  were 
found  and  located  in  No.  1  butt  entry:  One  at  the  face  of  No.  7  room,  one  on  entry  at  entrance  No.  9  room,  one  on 
entry  at  entrance  to  No.  10  room,  one  at  the  face  of  No.  10  room,  two  at  the  face  of  No.  1 1  room,  and  one  on  the 
entry  at  entrance  to  No.  1 1  room,  one  about  forty  feet  in  No.  12  room,  one  at  entrance  to  No.  14,  three  on  entry 
between  Nos.  15  and  16  rooms,  one  in  No.  16  room  and  one  on  entry  in  advance  of  No.  16  room.  Bodies  found  in 
No.  3  right  butt  entry  offNo.  3  south  main:  Two  were  located  at  the  face  of  No.  6  room,  three  in  No.  8  room,  three 
in  No.  1 1  room,  one  in  No.  13  room,  two  in  No.  15  room,  one  at  the  entrance  to  No.  16  room  and  one  on  entry  in 
advance  of  No.  1 6  room,  and  three  in  last  cross-cut  between  Nos.  2  and  3  butt  entries.  While  located  bodies  in  Nos. 

1  and  3  right  offNo.  3  south  main,  we  observed  that  the  concussion  had  been  very  violent  in  this  section.  Rooms 
on  both  entries  had  fallen  in  considerably,  also  the  entries  had  fallen  in  at  several  places,  while  great  destruction 
followed  in  its  wake.  The  direction  of  the  force  of  the  explosion  being  up  No.  3  butt  and  crossing  at  the  face 
then  down  No  1  butt.  At  the  face  of  both  Nos.  1  and  3  entries  we  again  encountered  evidence  of  very  great  heat, 
as  the  dust  was  coked  and  coal  charred  in  several  rooms  and  at  the  face  of  both  entries.  We  also  found  fire-damp 
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in  the  rooms  that  had  given  evidence  of  greatest  heat,  thus  finishing  our  explorations  and  the  removal  of  all  the  visible 
bodies.  We  again  came  to  the  surface  preparatory  to  making  our  final  inspection  of  the  mine. 

After  completing  the  work  necessary  in  recovering  the  bodies  as  far  as  possible  and  having  enumerated 
somewhat  in  detail  the  conditions  as  we  found  the  mine  during  our  frequent  explorations  of  it,  in  the  foregoing  part 
of  the  report,  we  had  arrived  at  very  positive  conclusions  as  to  the  primary  cause  of  this  disaster,  but  in  order  to 
strengthen  these  conclusions,  at  your  special  request,  after  all  rescuing  parties  were  out  of  the  mine,  we  again 
traversed  its  entire  workings  to  make  a  more  critical  examination,  so  as  to  establish  beyond  a  reasonable  doubt  the 
true  cause  of  it. 

Having  previously  examined  very  critically  the  monkey  entries,  or  Nos.  1  and  2  entries  or  extensions,  -  or 
extension  off  No.  3  room  off  No.  1  left  butt  entry,  off  No.  1  south  main,  which  we  believed  to  be  the  place  of  the 
initial  explosion,  we  began  our  investigation  from  this  point.  The  fact  of  our  finding  fire-damp  standing  three  feet 
deep  at  the  face  of  No.  1  monkey  entry  tailing  back  to  No.  3  room,  a  distance  of  130  feet,  and  that  there  were  also 
three  places  being  turned  off  it,  two  rooms  to  the  right  and  a  cross-cut  to  the  left  and  with  no  way  of  circulating  the 
air  tot  he  face,  would  naturally  lead  us  to  believe  that  fire-damp  was  present  when  the  blown-out  shot  was  fired.  We 
are  of  opinion  that  this  blown-out  shot  was  the  cause  of  the  explosion.  We  also  observed  that  a  shot  had  just  been 
fired  in  the  second  room  to  the  right  of  this  entry  and  also  one  each  in  the  faces  of  Nos.  4  and  5  rooms  of  No.  2  butt 
from  No.  1  monkey  butt.  The  firing  of  those  shots  had  doubtless  liberated  some  gas  and  stirred  the  dust,  suspending 
it  in  the  atmosphere.  This  part  of  the  mine  was  dry  and  dusty.  This  rendered  the  atmosphere  in  a  very  dangerous 
condition  and  when  the  blown-out  shot  occurred  projecting  part  of  the  flaming  explosive  from  the  face  of  the  entry 
into  the  vitiated  atmosphere  and  further  stirring  the  dust,  the  energy  being  expanded  in  open  entry  raising  the 
temperature  to  a  very  intense  heat;  thus  all  the  elements  were  present  to  create  a  tremendous  explosion.  Also  judging 
from  the  position  of  the  six  bodies  found  between  the  entrance  to  No.  3  room  and  the  entrance  to  No.  1  monkey 
entry  and  the  fact  of  the  shot  firers’  lamps  being  found  alongside  of  one  of  those  bodies,  strengthens  the  belief  that 
the  miners  had  come  to  this  point  while  the  shots  were  being  fired,  and  to  further  strengthen  our  opinion  a  car  that 
had  possible  been  standing  in  the  entrance  to  No.  1  monkey  entry  had  been  blown  out  over  the  parting,  knocking  a 
post  out,  also  knocking  one  of  the  workman  down  where  he  was  found  tightly  wedged  between  the  foot  of  the  post 
and  under  the  front  wheel  of  the  car.  In  the  face  of  No.  1  butt  we  found  one  body  with  the  clothing  entirely  burnt 
off  and  it  was  badly  charred  and  burned,  as  was  the  dust  and  coal.  The  heat  was  so  intense  at  this  point  that  the  coal 
was  blistered  and  spalled.  From  this  point  the  force  of  the  explosion  took  a  southerly  course,  blowing  out  posts, 
scattering  everything  in  its  path.  In  No.  2  entry  at  the  entrance  to  No.  3  room  the  force  had  blown  a  wheel  out  from 
one  of  the  mining  machines  and  crushed  it  into  several  pieces  against  a  car.  Crossing  through  from  No.  3  room  and 
of  No.  2  butt  to  No.  6  room  of  No.  3  butt  entry  left,  it  apparently  took  an  upward  course  toward  the  face  of  No.  3 
butt  entry,  blowing  posts  out  in  the  room  and  also  blowing  the  slate  and  refuse  that  had  been  thrown  along  the  lower 
side  of  the  track  on  the  upper  side  of  the  room,  near  the  face  of  the  entry  where  we  again  encountered  a  fire-damp. 
The  violence  of  the  force  did  not  apparently  increase,  but  the  heat  was  very  much  more  intense,  charring  the  coal  and 
coking  the  dust  very  much.  All  the  stoppings  were  blown  through  from  No.  3  to  No.  4  butt.  Crossing  over  to  the 
face  of  No.  5  butt  entry  here  we  found  similar  conditions.  Fire-damp  was  transpiring  rapidly  at  the  face  of  the  entry 
and  in  some  of  the  rooms.  There  was  a  blower  throwing  off  gas  very  freely,  which  could  be  heard  at  some  distance 
back  from  the  face  of  this  entry.  Following  the  direction  of  the  force  down  to  No.  5  butt  we  find  again  the  posts 
blown  out  and  several  of  the  rooms  fallen  in  almost  from  the  entrance  to  the  face.  While  the  refuse  was  blown  to 
the  lower  side  of  the  room,  or  in  the  direction  of  No.  1  south  main.  Returning  to  the  south  mains  the  force  had  gone 
toward  the  face  of  No.  1  south  main,  blowing  cross  timbers  out  and  disconnecting  the  entry  roads.  Coming  to  Nos. 
6,  7  and  8  left  butt  entries  the  course  of  the  explosion  was  up  No.  6  entry  to  cross-cuts  near  face  of  Nos.  7  and  8  and 
down  No.  8  again.  We  found  large  volumes  of  fire-damp  and  also  evidence  of  much  force  and  heat.  The  coal  was 
charred  and  the  dust  coked  considerably  in  these  entries.  All  the  permanent  stoppings  were  blown  out  in  the  south 
mains  with  one  exception.  At  the  face  of  the  south  mains  we  again  encountered  large  volumes  of  fire-damp  and  also 
in  Nos.  4,  5  and  6  right  butt  entries  off  No.  3  south  main.  In  No.  3  south  main  we  observed  a  T  iron  rail  much  bent 
Returning  the  No.  3  right  butt  we  found  that  the  force  went  in  this  entry  and  through  the  cross-cuts  in  the  rooms 
towards  the  face  of  the  entry.  What  was  true  of  the  other  places  was  also  true  of  this  entry,  the  posts  had  been  blown 


out  and  the  rooms  had  fallen  in  considerably.  The  entry  had  also  fallen  in  at  several  places.  At  the  face  of  the  entj 
we  again  found  that  the  heat  had  been  very  great  and  we  found  considerable  fire-damp  there.  Crossing  through 
the  face  of  No.  1  right  butt  entry,  we  found  the  conditions  similar  to  those  of  No.  3  with  the  exception  that  the  entry" 
had  not  fallen  in  so  badly.  The  stoppings  were  all  blown  from  No.3  to  No.  1  entry.  Returning  towards  the  shaft 
bottom  we  found  two  main  brick  over-casts  entirely  destroyed;  the  arches  were  a  13  inch  wall  laid  in  cement. 

Going  to  the  north  side  of  the  shaft  we  found  that  the  direction  of  the  force  was  up  Nos.  1,  2  and  3  north 
main,  then  down  No.  1  north  main  forcing  out  the  entry  timbers  along  its  path  and  causing  the  roof  to  fall  very  heavy 
in  several  places  on  No.  1  main;  also  very  heavy  falls  in  both  Nos.  2  and  3  main  entries.  Considerable  fire-damp  was 
encountered  at  the  face  of  north  main.  Returning  to  Nos.  1,  2  and  3  right  butts  of  north  main  we  again  found 
evidence  of  great  force,  posts  being  blown  out  and  very  heavy  falls  in  some  of  the  rooms.  At  the  face  of  the  butt 
entries  the  coal  and  dust  were  coked  and  charred,  the  greatest  heat  being  in  No.  3  butt  entry,  as  was  also  the  greater 
quantity  of  fire  damp  there.  About  200  feet  from  the  entrance  to  No.  1  butt  in  the  direction  of  the  shaft  the  force 
divided,  part  going  through  a  cross-cut,  the  other  going  out  No.  1  main  to  the  bottom  of  the  shaft. 

In  summing  up  the  facts,  as  given  in  the  former  part  of  this  report,  we  are  agreed  in  the  opinion  that  the  cause 
of  the  explosion  was  the  result  of  a  blown-out  shot  in  the  face  of  No.  1  monkey  entry  off  No.  3  room,  off  No.  1  butt 
entry  on  the  south  side  of  the  mine. 

We  hold  to  the  opinion  that  part  of  the  mine  was  not  ventilated  as  required  by  law.  We  further  believe  that 
the  sprinkling  and  the  laying  of  the  dust  according  to  Rule  60  had  been  neglected;  we  further  agree  in  the  opinion 
that  fire-damp  existed  in  a  large  portion  of  the  advanced  workings  at  the  time  of  the  explosion.  Our  reasons  for  so 
believing  are  due  to  the  fact  of  our  having  found  that  in  several  parts  of  the  mine  the  heat  had  been  very  intense, 
coking  the  coal  and  dust,  and  that  fire-damp  was  also  found  at  the  point  where  heat  had  been  the  greatest.  In  our 
searching  examination  we  failed  to  find  any  evidence  that  would  lead  us  to  believe  that  his  explosion  took  place  at 
any  other  part  of  the  mine.  This  being  true  we  can  readily  see  that  the  explosion  could  be  transmitted  from  one  point 
to  another  by  the  carbonic  oxide  being  produced  and  other  gasses  distilled  from  the  coal  dust  which  had  be|^^ 
suspended  in  the  atmosphere  of  the  mine  by  the  concussion  from  the  initial  explosion  and  other  means,  and  carboi^^p 
oxide  being  an  inflammable  gas  the  flame  from  which  was  made  to  reach  every  nook  and  comer  of  the  mine  thus 
exploding  the  accumulations  of  fire-damp  and  dust  along  the  path  of  the  explosion,  carrying  death  and  destruction 
into  every  region  of  its  workings. 

We  found  no  evidence  whatever,  either  inside  of  the  mine  or  in  the  fire  boss  report  book,  that  the  mine  had 
been  examined  on  the  morning  of  the  explosion  according  to  the  requirements  of  the  mining  law. 

We  have  a  foot  note  in  which  we  have  made  some  correction  on  this  since  we  have  had  some  more  time  to 
explore  the  mine.  Since  the  report  was  written  we  have  found  some  evidences  of  the  fact  that  the  fire  boss  did 
examine  part  of  the  Harwick  mine  on  the  morning  of  the  explosion. 

His  last  report  having  been  made  on  January  23,  1904,  and  by  it  gas  was  found  in  the  following  places:  In 
room  NO.  17  on  No.  3  right,  gas  in  entries  No.  6  left  3  south  and  1  north.  On  the  22nd  of  January,  the  report  was 
practically  the  same  as  on  the  23rd.  But  on  the  21st  of  January  gas  was  found  in  No.  1  room  of  No.  1  left,  No.  1  room 
of  No.  8  left.  No.  17  room  of  3  right  and  in  No.  4  room  of  No.  3  right  north.  In  entries  No.  6  left,  1  south  main,  1 
north  main  and  No.  1  right  north  butt.  Signed  J.A.  Gordon,  Fire  Boss. 

From  an  analysis  of  this  coal  we  find  that  it  contains  as  high  as  37.4  per  cent,  of  volatile  matter,  which  renders 
the  coal  dust  very  inflammable  and  exceedingly  dangerous  under  certain  conditions,  therefore  necessitating  very  great 
caution  on  the  on  the  part  of  the  management  in  seeing  that  every  known  precaution  and  every  legal  requirement  is 
enforced 

From  our  observation  we  are  of  the  opinion  that  the  best  method  of  blasting  this  seam  of  coal  was  not 
practiced  We  believe  for  a  seam  of  this  height  having  such  a  strong  slate  or  bony  in  the  center  of  it  that  the  holes 
should  be  placed  under  the  center  bony  and  elevated  sufficiently  so  as  to  lodge  part  of  the  explosive  into  the  bone, 
which  would  be  broken  by  the  blast;  then  should  it  become  necessary  the  top  coal  should  be  blasted  down  afterwarc 
This  method  would  not  necessitate  such  heavy  charges  and  would  lessen  the  danger  from  blown-out  shots. 

We  would  further  recommend  that  blasting  be  discontinued  in  this  mine  and  in  all  other  gaseous  mines  where 
safety  lamps  are  used,  except  when  all  the  men  are  out  of  the  mines  except  it  is  necessary  to  perform  the  work;  and 


that  they  should  not  be  fired  in  rapid  succession,  as  such  shot  may  liberate  some  marsh  gas  along  with  carbonic  oxide 
and  by  the  concussions  stirring  the  dust  charging  the  mine  atmosphere  to  a  very  dangerous  condition.  And  we  would 
also  recommend  that  the  shot-firer  begin  blasting  on  the  return  side  firing  towards  the  incoming  current,  so  that  the 
gas  which  is  liberated  would  be  always  going  away  from  the  next  blast.  And  also  that  the  safest  known  explosive 
be  used.  We  would  recommend  that  the  use  of  compressed  air  for  the  removal  of  gas  from  the  working  places  be 
discontinued.  And  in  all  cases  the  current  should  be  conducted  to  the  face  of  the  working  places  so  as  to  render  said 
places  entirely  free  from  any  accumulation  of  fire-damp.  The  use  of  compressed  air  does  not  remove  the  gas,  but 
simply  diffused  it  with  the  air  in  close  places,  and  the  air  issuing  from  the  pipes  under  high  pressure  stirs  up  the  dust 
rather  than  diminishing  it  n  the  vicinity  where  shots  are  to  be  fired. 

We  would  further  recommend  the  following:  The  rigid  enforcement  of  Rule  57  of  the  Bituminous  Mining 
Law,  which  requires  that  no  safety  lamp  be  entrusted  to  any  person  for  use  in  the  mines  until  he  has  given  satisfactory 
evidence  to  the  mine  foreman  that  he  understands  the  proper  use  thereof  and  the  danger  of  tampering  with  the  same; 
that  the  methods  of  shot  firing  employed  at  the  Harwick  mine,  by  igniting  the  fuse  but  he  use  of  hot  wire  be 
discontinued  and  instead  thereof  the  use  of  the  electric  battery  should  be  employed,  and  that  the  stemming  or  tamping 
of  shots  should  be  of  a  non-inflammable  character;  that  the  exhaust  system  of  ventilation  be  adopted  in  this  mine,  and 
in  all  mines  generating  fire  damp,  for  the  reason  that  this  would  allow  all  haulage  ways  and  traveling  ways  to  be  in 
the  ingoing  air  currents  and  which  would  prevent  ice  from  accumulating  at  the  bottom  and  in  the  air  shaft,  which  may 
have  been  the  case  at  the  Harwick  mine  at  the  time  of  the  explosion,  and  should  a  sudden  stoppage  of  the  fan  occur 
the  dangerous  gases  would  not  rush  out  on  the  haulage  roads  and  traveling  ways  as  would  be  the  case  with  the 
forcing  principle. 

We  also  believe  that  if  the  volume  of  air  that  the  fan  is  capable  of  producing,  running  at  a  reasonable  speed, 
had  been  properly  carried  up  to  the  face  of  the  workings  and  if  the  dust  had  been  laid  by  sprinkling  it  with  water  on 
January  25th,  1904,  such  a  disaster  could  not  have  happened. 

In  the  beginning  of  this  report  relative  to  the  explorations,  only  Inspectors  Cunningham  and  McCanch 
participated  in  it  until  Tuesday  afternoon  of  the  26th  of  January,  1904. 


LIST  OF  PERSONS  KILLED  IN  THE  HARWICK  MINE  ON  JANUARY  25  BY  AN  EXPLOSION  OF  GAS 


NAME  OF  PERSON 

NATIONALITY 

OCCUPATION 

AC 

John  Walt  man 

American 

Check  Weightman 

D.  Numet 

Hungarian 

Dumper 

J.  A.  McConneha 

American 

Loader 

29 

A.  Beecham 

English 

Boss  driver 

46 

Henry  Mayhue 

American 

Shot  firer 

32 

John  Zemoskey 

Polish 

Scraper 

18 

P.  Goodman 

American 

Driver 

22 

S.  Hackney 

American 

Scraper 

23 

John  Siminik 

German 

Loader 

33 

Jesse  Cochran 

American 

Loader 

35 

Jos.  M.  Miles 

American 

Cager 

24 

George  Ambrose 

American 

Cutter 

41 

Albert  Davis 

American 

Loader 

32 

Ed.  Chrispen 

Swedish 

Scraper 

30 

John  Scandaloi 

Italian 

Loader 

27 

Sidney  Huddleson 

American 

Loader 

32 

Andrew  Shaner 

American 

Loader 

25 

NAME  OF  PERSON 

NATIONALITY 

OCCUPATION 

AGE 

D.  Gallelli 

Italian 

Loader 

27 

J.  C.  Mace 

* 

Scraper 

50 

John  Salceni 

Italian 

Loader 

30 

James  Crawford 

American 

Loader 

35 

John  Anghenolfi 

Italian 

Loader 

45 

W.  W.  Trontner 

American 

Cutter 

28 

Phillip  Nocean 

Swedish 

Cutter 

25 

Thos.  Phillips 

American 

Scraper 

37 

Chas.  Anghenolfi 

Italian 

Water  bailer 

45 

Dominic  Arenli 

Italian 

Loader 

28 

Frank  Anton 

Hungarian 

Loader 

38 

Frank  Pullingi 

Italian 

Loader 

28 

Alplin  Timoni 

Italian 

Loader 

25 

P.  Gallelli 

Italian 

Loader 

19 

Salvatore  Genercio 

Italian 

Loader 

21 

Andrew  Sparda 

* 

Cutter 

26 

Gabrial  Orban 

Hungarian 

Loader 

25 

Chas.  Guina.  Sr. 

German 

Loader 

44 

Felice  Galleli 

Italian 

Loader 

24 

Nosario  Matariso 

Italian 

Loader 

27 

Steve  Orlosky 

Hungarian 

Loader 

36 

Henry  Phillips 

Welsh 

Loader 

35 

Andrew  Balog 

Hungarian 

Loader 

28 

Domen  Fienner 

American 

Loader 

36 

Joseph  Yeager 

Hungarian 

Laborer 

31 

John  Boyers 

English 

Scraper 

27 

John  Float 

American 

Loader 

55 

Harry  Cheatham 

English 

Cutter 

24 

Harvey  Rutter 

American 

Cutter 

22 

Chris  Bowser 

American 

Cutter 

28 

John  Cavach 

Hungarian 

Loader 

36 

Joe  Bioli 

Hungarian 

Loader 

45 

William  Shaw 

American 

Cutter 

29 

Charles  Guina,  Jr. 

German 

Scraper 

16 

Philip  Mangon 

Italian 

Loader 

26 

Steve  Kovach 

Hungarian 

Loader 

30 

John  Kallich 

German 

Loader 

58 

Henderson  Glover 

American 

Loader 

22 

Gabriel  Ihasz,  Sr. 

Hungarian 

Loader 

42 

David  S.  Morris 

American 

Loader 

34 

Balaza  Mayor 

Hungarian 

Loader 

27 

Richard  Dove 

American 

Driver 

32 

Thos.  Noble 

American 

Loader 

40 

Andy  Balogh 

Hungarian 

Loader 

27 

Mike  Opepara 

Italian 

Loader 

24 

Andy  Rogozinski 

Polish 

Loader 

46 

Frank  Hijza 

Hungarian 

Loader 

29 

NAME  OF  PERSON 

NATIONALITY 

OCCUPATION 

AGE 

Frank  Davis 

Italian 

Loader 

22 

Thos.  Middlemast 

American 

Pick  Boy 

17 

Frank  Areuli 

Italian 

Loader 

42 

August  Timpin 

Italian 

Loader 

20 

James  Parry,  Jr. 

American 

Trapper 

15 

Ed.  Hutmire 

American 

Driver 

24 

Wm.  Fletcher 

American 

Loader 

32 

Lloyd  Davis 

American 

Loader 

24 

Joseph  A.  Gordon 

American 

Fire  Boss 

34 

Gabriel  Ihasz,  Jr. 

Hungarian 

Loader 

17 

Tony  Pasikawich 

Polish 

Loader 

35 

Ed.  Hill 

American 

Scraper 

29 

Joe  Ballow 

Hungarian 

Loader 

32 

George  Kukura 

Hungarian 

Loader 

22 

Sam  Canton 

Italian 

Cutter 

22 

Rosario  Elive 

Italian 

Loader 

26 

Attilliv  Lambrirki 

Italian 

Loader 

28 

Irwin  Kirkwood 

American 

Pipeman 

16 

Vendel  Nesmith 

Hungarian 

Loader 

25 

Harry  Flenner 

American 

Trapper 

15 

Lino  Tarilla 

Italian 

Loader 

22 

John  Hill 

English 

Loader 

28 

George  Gregor 

Hungarian 

Roadman 

36 

L.  Kovach 

Hungarian 

Loader 

32 

Varady  Bemot 

Hungarian 

Loader 

45 

Peter  Rayher 

Hungarian 

Driver 

27 

Joseph  Pyszka 

Hungarian 

Loader 

32 

John  Sek 

Hungarian 

Loader 

22 

John  Katres 

Hungarian 

Loader 

19 

Joseph  Rutzna 

Hungarian 

Loader 

25 

John  Shamber 

German 

Loader 

40 

Joseph  Hayder 

Hungarian 

Loader 

29 

L.  Fabin 

Hungarian 

Loader 

18 

Lorance  Gardu 

Hungarian 

Loader 

35 

T.  Kosak 

Hungarian 

Loader 

36 

Charlie  Tuckacs 

Hungarian 

Loader 

18 

Lawrence  Bulay 

Hungarian 

Loader 

39 

Joseph  Hay 

Hungarian 

Loader 

18 

Mike  Stengart 

Hungarian 

Loader 

18 

Peter  Brown 

American 

Loader 

18 

George  Brown 

English 

Mine  foreman 

46 

James  Parry,  Sr. 

Welsh 

Loader 

38 

Rosario  Manyon 

Italian 

Loader 

35 

George  Bigley 

American 

Driver 

32 

Robert  Brown 

American 

Cager 

17 

Samuel  Hone 

American 

Loader 

32 

Rosaria  Maleto 

Italian 

Loader 

35 

NATIONALITY 


OCCUPATION 


AGE 


N  AME  OF  PERSON 


Kalman  Zambo 

Hungarian 

Loader 

22 

James  Baughman 

American 

Shot  firer 

35 

Alex  Flenner 

American 

Timberman 

37 

C.  Dapra 

Hungarian 

Loader 

30 

W.  Tokash 

Hungarian 

Driver 

21 

S.  Zemosky 

Polish 

Scraper 

17 

E.  Sadosky 

Polish 

Loader 

Steven  Tote 

Hungarian 

Loader 

J.  Loskoski 

Hungarian 

Loader 

24 

A.  Jones 

American 

Cutter 

Andy  Harvath 

Hungarian 

Loader 

21 

M.  Zemosky 

Polish 

Cutter 

38 

Date  May  21,  2001 


Speaking  of  Scrip 


Dear  Fellow  Collector, 

This  is  my  initial  column  as  your  new  president.  You  might  want  to  know  something  of  my 
background. 

i  was  bom  April  18,  1936  in  Mingo  County,  West  Virginia.  My  father  was  a  coal  miner  for  many 
years. 

I  graduated  from  Lenore  High  School  in  1955.  After  some  college,  serving  in  the  U  S.  Air  Force 
and  attending  tech  school  for  2  years  in  Chicago,  Illinois,  1  settled  in  Huntington,  West  Virginia. 

1  am  married  to  the  former  Rachel  Grover  of  Dehue,  West  Virginia  whose  father  was  a  coal 
miner  for  49  years.  We  liave  two  daughters  and  four  grandsons. 

I  have  always  been  interested  in  the  history'  of  the  coal  industry'  and  particulary  mining  lamps  and 
scrip. 

My  scrip  collection  consists  mostly  of  Mingo  County,  W  .V.  with  a  few  other  interesting  pieces, 
especially  explosive  control  tokens. 

I  have  seen  our  hobby  when  I  thought  it  was  at  its  best.  Unfortunately,  we  now  seem  to  be 
suffering  from  a  general  lack  of  interest. 

Many  things  have  caused  this  and  most  of  you  are  familiar  with  them.  Putting  this  behind  us,  1 
want  to  look  forward  to  the  liiture  with  great  expectations. 

Some  of  the  things  which  I  think  are  important  are  - 

Better  attendance  at  our  scrip  shows. 

More  sellers  at  our  scrip  shows. 

Try'  to  get  more  membership  and  especially  younger  people. 

Good  scrip  for  our  auction. 

Treat  everyone  the  way  you  would  want  to  be  treated. 

I  have  a  set  of  rules  which  I  live  by  in  my  daily  life  and  these  apply  to  all  situations. 

Never  lie  to  anyone,  anytime. 

Never  cheat  anyone,  anytime. 

Never  cause  hard  feelings  when  there  is  any  way  to  avoid  it. 

Treat  your  fellow  man/woman  with  the  same  dignity  and  respect  as  you  would 
expect  from  them. 


These  are  my  personal  beliefs  but  if  this  association  is  to  survive,  we  would  do  well  to  remember 
them. 

Your  book  committee  is  hard  at  work  and  we  hope  to  have  it  published  in  the  not  too  distant 
future. 

Let’s  all  work  together  to  preserve  our  heritage. 


James  H  (Jim)  I  .ackey 
My  address  is: 

1 10  Deer  Run  Road 
Huntington,  West  Virginia  25704 
Phone  1-304-429-1180 


Next  Meeting 

Pikeviiie,  Kentucky 
September  28-29,  2001 

Landmark  Inn 
Reservations 
606-432-2545 
800-831-1469 

Information 
Walter  Fletcher 
606-432-4528 

Be  sure  to  tell  the  staff  you  are  with  N.S.C.A. 
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MAIL  BID 


SALE  #1 


CLOSES  June  20,  2001 


Rarity  Rating 

Rarity  V 

R1 

$1.75 

R2 

$2.75 

R3 

$4.00 

R4 

$5.00 

R5 

$6.50 

R6 

$10.00 

R7 

$15.00 

R8 

$22.00 

R9 

$35.00 

RIO 

$60.00 

1 

Crown  Coal  Co.  -  Harlan  County 

Chevrolet,  KY 

G2 

KY0541A0025  R6 

2 

Chas.  W.  Mayer  &  Son  Peoples  Store  1903 

Terra  Alta,  WV 

G4 

Merchant  Est  R8 

3 

Wasatch  Store  Co. 

Sunnyside,  Utah 

Gr 

UT2721A10  R6 

4 

Shem  Coal  Co.  Inc. 

Belton,  KY 

G4 

A10A213  R6 

5 

Wheeler  Coal  Co.  Store  No.  3 

Anchor,  KY 

G4 

87050  R3 

6 

Wheeler  Coal  Co.  Store  No.  3 

Anchor,  KY 

G4 

870100  R4 

7 

Grove  &  Brother  General  Merchandise 

Luray,  VA 

G4 

8 

Dalton  Stores  Inc.  -  Pike  County 

Pikeville,  KY 

G4 

KY2223C0100  R7 

9 

Petros  Mercantile  Co. 

Petros,  TN 

G4 

TN2209A50  R6 

10 

Garland  Pocahontas  Coal  Co.-McDowell  County 

Avondale,  WV 

G3 

R9 

11 

Louisville  Property  Company  -  Whitley  County 

Halsey,  KY 

G4 

KY1204A5  R10 

Pocahontas  Fuel  Co.  Inc. 

Pocohontas,  VA 

G4 

VA2255M100  R9 

| 

Robert  Rleming  &  Co.  Inc.  -  Wise  County 

Banner,  VA 

G4 

VA149-D100  R8 

Wa 

Louisville  Property  Company  -  Whitley  County 

Halsey,  KY 

G4 

KY1204A10  R10 

15 

McCall  Coal  Co. 

Christian,  WV 

G4 

WV545A100  R9 

16 

Morgan  Grocery  &  Appliance  Co. 

Fonde,  KY 

G4 

$0.05 

17 

Morgan  Grocery  &  Appliance  Co. 

Fonde,  KY 

G4 

$0.10 

18 

Morgan  Grocery  &  Appliance  Co. 

Fonde,  KY 

G4 

$0.25 

19 

Morgan  Grocery  &  Appliance  Co. 

Fonde,  KY 

G4 

$0.50 

20 

Morgan  Grocery  &  Appliance  Co. 

Fonde,  KY 

G4 

$1.00 

21 

Morgan  Grocery  &  Appliance  Co. 

Fonde,  KY 

Set  ($1.00,  .50,  .25,  .10,  .05) 

22 

Benedict  Coal  Corp. 

St.  Charles,  VA 

G4 

VA2495R10-R3 

23 

Yancey  Store 

Yancey,  KY 

G3 

KY3109D25  R3 

24 

Dixie  Blue  Gem  Coal  Co. 

Nevisdale,  KY 

G3 

KY2047C10  R5 

25 

Boissevain  Supply  Co.  Inc. 

Boissevain,  VA 

G4 

VA319B10  R4 

26 

Star  Coal  &  Coke  Co. 

Red  Star,  WV 

G4 

WV2375D50  R7 

27 

George's  Creek  Coal  Co.  Inc. 

Hetzel,  WV 

G4 

WV1311E500  R6 

28 

Blackwood  Coal  &  Coke  CO. 

Blackwood,  VA 

G4 

VA291A1  R6 

29 

Gibraltar  Coal  Mining  Co.  -  Holt  Mine 

Cleaton,  KY 

G4 

KY569C100  R6 

30 

Mahan-Ellison  Coal  Corp. 

Stanfill,  KY 

G4 

KY2651CR1  $1.00 

31 

Mahan-Ellison  Coal  Corp. 

Stanfill,  KY 

G4 

R1  .50 

32 

Mahan-Ellison  Coal  Corp. 

Stanfill,  KY 

G4 

R1  .25 

33 

Mahan-Ellison  Coal  Corp. 

Stanfill,  KY 

G4 

R1  .10 

34 

Mahan-Ellison  Coal  Corp. 

Stanfill,  KY 

G4 

R3  .05 

35 

Mahan-Ellison  Coal  Corp. 

Stanfill,  KY 

Set  ($1  00,  .50,  .25.  .10.  05) 

36 

Cairnes  Coal  Mining  Co. 

Davisburg,  KY 

G4 

KY745A1  R7 

137 

Tierney  Mining  Inc.  -  Pike  County 

Stone,  KY 

G1 

KY2677E0005  R7 

m 

Tierney  Mining  Inc.  -  Pike  County 

Stone,  KY 

G2 

KY2677E10  R2 

P9 

Tierney  Mining  Inc.  -  Pike  County 

Stone,  KY 

G2 

KY2677E25  R2 

40 

Tierney  Mining  Inc.  -  Pike  County 

Stone,  KY 

G3 

KY2677E0050  R2 

41 

Tierney  Mining  Inc.  -  Pike  County 

Stone,  KY 

G4 

KY2677E01 00  R1 

42 

Tierney  Mining  Inc.  -  Pike  County 

Stone,  KY 

Set  ($1.00,  .50.  .25.  .10,  .05) 

43 

Wallins  Creek  Coal  Co.  Inc. 

Wallins,  KY 

G4 

KY2929K25  R5 

44 

Wallins  Creek  Coal  Co.  Inc. 

Wallins,  KY 

G4 

KY2929J10R5 

45 

Wallins  Creek  Coal  Co.  Inc. 

Wallins,  KY 

G4 

KY2929K5  R5 

46 

Gibraltar  Coal  Mining  Co.  -  Brownie  Mine 

Brownie,  KY 

G4 

KY389A50  R6 

47 

Pool  &  Southern 

Kitzmiller,  MD 

G4 

MD2648A5  R8  W 

48 

Cook  &  Sharp  Coal  Co. 

Le  Junior,  KY 

G4 

KY1605H5  R1 

49 

Cook  &  Sharp  Coal  Co. 

Le  Junior,  KY 

G4 

KY1605H10R1 

50 

Cook  &  Sharp  Coal  Co. 

Le  Junior,  KY 

G4 

KY1605H25  R2 

51 

Cook  &  Sharp  Coal  Co. 

Le  Junior,  KY 

G4 

KY1605H50  R2 

52 

Cook  &  Sharp  Coal  Co. 

Le  Junior,  KY 

G4 

KY1605H100  R2 

53 

Cook  &  Sharp  Coal  Co. 

Le  Junior,  KY 

Set  ($1.00,  .50,  .25,  .10,  .05) 

54 

Mahan-Ellison  Coal  Corp. 

Stanfill,  KY 

G4 

KY2651C10  R1 

55 

Pacific  Coal  Mining  Co. 

Mercer,  KY 

G4 

KY1879J25  R7 

56 

Turner  Fuel  Co. 

Evarts,  KY 

G4 

KY975H5  R6 

57 

Gatliff  Coal  Co.  Inc.-Whitley  County 

Gatliff,  KY 

G5 

KY1103C5  R6 

58 

Better  Coal  Company 

Middlesboro,  KY 

G4 

KY1897N100  R8 

59 

Better  Coal  Company 

Middlesboro,  KY 

G4 

KY1897N50  R8 

60 

Better  Coal  Company 

Middlesboro,  KY 

G4 

KY1897N25  R8 

61 

Better  Coal  Company 

Middlesboro,  KY 

G3 

KY1897N10  R8 

62 

Better  Coal  Company 

Middlesboro,  KY 

G2 

KY1897N5  R8 

63 

Better  Coal  Company 

Middlesboro,  KY 

G2 

KY1897N1  R8 

64 

Better  Coal  Company 

Middlesboro,  KY 

Set  $1.00,  .50,  .25,  .10,  .05,  .01 

65 

Steinman  Coal  Company 

Steinman,  VA 

G4 

VA2659A50  R3 

66 

Jewell  Riedge  Coal  Corp.  No.  2  Squibs 

Jewell  Ridge,  VA 

G4 

Explosive  Check 

67 

Pulaski  Anthracite  Coal  Co. 

Parrott,  VA 

G2 

VA2183A10  R9 

68 

Bartlick  Mining  Corp. 

Bartlick,  VA 

G4 

VA167D10R7 

69 

S-S  Co.  Time  Check  -  Hrewood  Mine 

Harewood,  WV 

G4 

R7 

70 

Peerless  Coal  &  Coke  Co. 

Vivian,  WV 

G4 

WV2913D100B  R7 

71 

Webb  Coal  Mining  Co. 

Garrison,  WV 

G4 

1091B500  R7 

72 

Young's  Benton  &  W.  Frankfort  ILL. 

G4 

223B100R3  M 

73 

Young's  Benton  &  W.  Frankfort  ILL. 

G4 

223B50  R3  V 

74 

Young's  Benton  &  W.  Frankfort  ILL. 

G4 

223B25  R3 

75 

Young's  Benton  &  W.  Frankfort  ILL. 

G4 

223B10R3 

76 

Young's  Benton  &  W.  Frankfort  ILL. 

G4 

223B5  R3 

77 

Young's  Benton  &  W.  Frankfort  ILL. 

Set  ($1.00,  .50,  .25,  .10,  .05) 

78 

Truax  Traer  Lignite  Coal  Company-General  Mdse 

Velva,  ND 

G4 

2891 A1 00  R7 

79 

Truax  Traer  Lignite  Coal  Company-General  Mdse 

G4 

2891 A50  R7 

80 

Truax  Traer  Lignite  Coal  Company-General  Mdse 

G4 

2891 A25  R7 

81 

Truax  Traer  Lignite  Coal  Company-General  Mdse 

G4 

2891 A10  R6 

82 

Truax  Traer  Lignite  Coal  Company-General  Mdse 

G4 

2891 A5  R6 

83 

Truax  Traer  Lignite  Coal  Company-General  Mdse 

Set  ($1.00,  .50,  .25,  .10,  .05) 

84 

Tennessee  Coal  Iron  &  Railroad  Company 

Ensley,  AL 

G4 

AL949C1 

85 

Stonega  Coke  &  Coal  Co. 

Imboden,  VA 

G4 

VA1389A5  R5 

86 

Stover  Coke  &  Coal  Company 

Imboden,  VA 

G4 

VA1389A10  R5 

87 

Park  Place  Merchant  Co.  Inc. 

Schoolfield,  VA 

G4 

Merchant  .10 

88 

Park  Place  Merchant  Co.  Inc. 

Schoolfield,  VA 

G4 

Merchant  .25 

89 

Park  Place  Merchant  Co.  Inc. 

Schoolfield,  VA 

G4 

Merchant  .50 

90 

Benedict  Coal  Corp. 

St.  Charles,  VA 

G4 

VA2495Q10  R3 

h91 

Ruth-Elkhom  Coals  Incorporated 

Steinman,  VA 

G4 

VA2659E10  R5 

92 

Pond  Creek  Colliery  of  N  &  W  Ry  Co. 

Williamson,  WV 

G4 

WV3043K1B  R7 

93 

J.A.N.P.  Co. 

Edgemont,  MD 

G4 

Merchant  -  Est.  R5 

94 

Easterling  Lumber  Company 

Ora  Miss 

G4 

748A50  R3 

95 

Leckie  Collieries  Company 

Aflex,  KY 

G3 

27A100  R6 

96 

Fordson  Coal  Co.  Inc. 

Banner  Fork,  KY 

G4 

151B500  R4 

97 

Nick  Arcure 

Farmington,  WV 

G3 

.05  Est  R8  M 

98 

Carl  E  Beatty 

Mannington,  WV 

G4 

Est  R8  Good  For  Nickel 

99 

The  Proctor  Coal  Co. 

Red  Ash,  KY 

G4 

2363B100  R8 

100 

The  Proctor  Coal  Co. 

Red  Ash,  KY 

G4 

2363A50  R6 

101 

The  Proctor  Coal  Co. 

Red  Ash,  KY 

G4 

2363B50  R7 

102 

Parker-Gray  Coal  Co. 

Gray,  KY 

G4 

KYI 163B25  R1 

103 

Jellico  B.G.  Coal  Co. 

Jellico,  TN 

G4 

TN1437A100  R4 

104 

Jellico  B.G.  Coal  Co. 

Jellico,  TN 

G4 

.50  R3 

K5 

Jellico  B.G.  Coal  Co. 

Jellico,  TN 

G4 

.25  R3 

m 

Jellico  B.G.  Coal  Co. 

Jellico,  TN 

G4 

A10A  R3 

107 

Jellico  B.G.  Coal  Co. 

Jellico,  TN 

G4 

A10AR3 

108 

Jellico  B.G.  Coal  Co. 

Jellico,  TN 

G4 

1437A5AR3 

109 

Jellico  B.G.  Coal  Co. 

Jellico,  TN 

G4 

1437A5B  R3 

110 

Jellico  B.G.  Coal  Co. 

Jellico,  TN 

SET 

111 

Consolidated  Coal  Co. 

Pinnickinnick,  WV 

G3 

R7  JSS 

112 

Perry  &  Gibson  Merchants 

Anawalt,  WV 

G4 

R10  Uni.  $1.00 

113 

Chaplin  Supply  Company 

Osage,  WV 

G4 

WV2137B100R4  4 

114 

CCB  Smokeless  Coal  Co. 

Stotesberry,  WV 

G4 

WV2689C5  R6 

115 

A  B  Supply  Company 

Osage,  WV 

G4 

WV2137D1  R4 

116 

Richwood  Store  Co. 

Richwood,  WV 

G4 

WV2399A50  R6 

117 

Greenwood  Coal  Company 

Lawton,  WV 

G4 

WV1583B500  R7 

118 

JBB  Coal  Co. 

Twin  Branch,  WV 

G4 

2855A5  R9 

119 

Houston  C.  &  C.  Company 

Elkhom,  WV 

G4 

WV899B15  R5 

120 

Malcolm  Smokeless  Coal  Company 

Malcolm,  WV 

G4 

WV1753A5  R6 

121 

Abney  Bargain  Store  Gen.  Mdse 

Abney,  WV 

G4 

WVA25  R5 

122 

Elm  Grove  Store  Co. 

Elm  Grove,  WV 

G4 

WV913A1b  R6 

123 

Earlston  Coal  Co. 

Kermit,  WV 

G4 

WV1501A100AR6 

124 

Thacker  C.  &  C.  Company 

New  Thacker,  WV 

G4 

WV2073A1  R6 

125 

Oakmont  Smokeless  Fuel  Company 

Oakmont,  WV 

G4 

WV210K100R5  ?<*> 

126 

Mahan-Ellison  Coal  Corp. 

Stanfill,  KY 

G4 

KY2651C25 

127 

Big  Jim  Coal  Company 

Blanche,  KY 

G4 

KY297E10  R7 

128 

Morton  Helms  Lumber  Co. 

Ora  Miss 

G4 

R1 

129 

Davis  Creek  Coal  Co. 

Rockcastle,  Al 

G4 

AL2427 

130 

Bartlick  Mining  Corp. 

Bartlick,  VA 

G4 

VA167C100  R7 

B1 

The  Buxton  &  Landstreet  Co. 

Kempton,  WV 

G4 

WV1489C1  R4 

IP  2 

Youghienny  Coal  Co. 

Van,  WV 

G4 

WV2875I5  R6 

"33 

S.C.  Ballengee  &  Co. 

Amigo,  WV 

G5 

WV83I  R2 

134 

Pond  Creek  Colliery  of  N  &  W  Ry  Co. 

Williamson,  WV 

G4 

WV3043K5  R7 

135 

Service  Stores  Corp. 

Dakota,  WV 

G4 

Uni.  Good  for  .05  w/miik  bottle. 

136 

CCB  Smokeless  Coal  Co. 

Stotesbury,  WV 

G4 

WV2689C10  R6 

137 

Booth  Supply  Company 

Booth,  WV 

G3 

WV343C1 A 

138 

St.  Charles  C.  &  C.  Co. 

Pennington  Gap,  VA 

G4 

VA2205A100  R1 

139 

St.  Charles  C.  &  C.  Co. 

Pennington  Gap,  VA 

G4 

VA2205A50  R1 

140 

St.  Charles  C.  &  C.  Co. 

Pennington  Gap,  VA 

G3 

VA2205A25  R1 

141 

St.  Charles  C.  &  C.  Co. 

Pennington  Gap,  VA 

G4 

VA2205A10  R1 

142 

St.  Charles  C.  &  C.  Co. 

Pennington  Gap,  VA 

G4 

VA2205A5  R1 

143 

St.  Charles  C.  &  C.  Co. 

Pennington  Gap,  VA 

Set  ($1.00,  .50,  .25,  .10,  .05) 

144 

E.B.  Spiker 

Maryland  JunctionWV 

G4 

Est  R8 

145 

Gray  Mining  Co.  Inc. 

Bulan,  KY 

G4 

KY409B100  R5 

146 

Gray  Mining  Co.  Inc. 

Bulan,  KY 

G4 

KY409B50  R3 

147 

Gray  Mining  Co.  Inc. 

Bulan,  KY 

G4 

KY409B25  R4 

148 

Gray  Mining  Co.  Inc. 

Bulan,  KY 

G4 

KY409B10  R4 

149 

Gray  Mining  Co.  Inc. 

Bulan,  KY 

G4 

KY409B5  R4 

150 

Gray  Mining  Co.  Inc. 

Bulan,  KY 

Set  ($1.00,  .50,  .25,  .10,  .05) 

Name 


Address 


City 


_ _ No  minimum  bid,  but  will  reject  ridiculous  bids. 

15  day  return  privilege.  15  day  auction.  Mail  bids  to: 

_ _ Jim  Singleton,  PO  Box  41,  Hugheston,  WV  25110 

This  is  a  paid  advertisement. 

State  Zip 


i 


All  Coal  &  Lumber  Scrip 

West  Virginia  Merchants 

Tokens 

Civil  War  Tokens 
Pocket  Watches 
War  Relics 

U.S.  Coins  &  Currency 


Kanawha  Coin  Shop 


Charleston,  wv  25301 

PHONE:  (304)  342-8081  Fax:  (304)  342-9401 

Web:  www.kanawhaeeitt.eem 
E-Mail:  kattawhaeoitt@att.ttet 


